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ANY ALTERATION OF PLANS,
SPECIFICATIONS, PLATS AND
REPORTS BEARING THE SEAL

OF A LICENSED PROFESSIONAL
ENGINEER OR LICENSED LAND
SURVEYOR IS A VIOLATION OF

SECTION 7209 OF THE NEW
YORK STATE EDUCATION LAW,
EXCEPT AS PROVIDED FOR BY
SECTION 7209, SUBSECTION 2.
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FRAME AND COVER
(DIAMETER VARIES)

N.T.S.

PLAN VIEW B-B
N.T.S.
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SEPARATION CYLINDER

AND INLET

SOLIDS STORAGE
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SEPARATION
SCREEN

INLET PIPE
(MULTIPLE INLET PIPES MAY

BE ACCOMMODATED)
OUTLET PIPE
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FLOW

PERMANENT
POOL ELEV.

OIL BAFFLE
SKIRT

A

60" [1524] I.D.
MANHOLE STRUCTURE

V
A

R
IE

S

+/-135°
M

AX.

+/-65°
MAX.

FLOW

FIBERGLASS
SEPARATION CYLINDER

AND INLET

TOP SLAB ACCESS
(SEE FRAME AND
COVER DETAIL)

CONTRACTOR TO GROUT TO
FINISHED GRADE
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CDS2025-5-C DESIGN NOTES
CDS2025-5-C RATED TREATMENT CAPACITY IS 1.6 CFS  [45.3 L/s], OR PER LOCAL REGULATIONS.  MAXIMUM HYDRAULIC INTERNAL BYPASS CAPACITY IS
14.0 CFS [396 L/s].  IF THE SITE CONDITIONS EXCEED 14.0 CFS [396 L/s], AN UPSTREAM BYPASS STRUCTURE IS REQUIRED.

THE STANDARD CDS2025-5-C CONFIGURATION IS SHOWN.  ALTERNATE CONFIGURATIONS ARE AVAILABLE AND ARE LISTED BELOW.  SOME
CONFIGURATIONS MAY BE COMBINED TO SUIT SITE REQUIREMENTS.

2. DIMENSIONS MARKED WITH ( ) ARE REFERENCE DIMENSIONS.  ACTUAL DIMENSIONS MAY VARY.

GRATED INLET ONLY (NO INLET PIPE)

GRATED INLET WITH INLET PIPE OR PIPES
CURB INLET ONLY (NO INLET PIPE)

CURB INLET WITH INLET PIPE OR PIPES

CONFIGURATION DESCRIPTION

SEPARATE OIL BAFFLE (SINGLE INLET PIPE REQUIRED FOR THIS CONFIGURATION)

SEDIMENT WEIR FOR NJDEP / NJCAT CONFORMING UNITS

800-338-1122         513-645-7000         513-645-7993 FAX

9025 Centre Pointe Dr., Suite 400,  West Chester, OH 45069

CDS2025-5-C
 INLINE CDS

STANDARD DETAIL
www.ContechES.com


